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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

Atty's Docket No. 101194-33

APPLICANT : Helmut Schiller

FILED : Concurrently Herewith

FOR : Electric Motor

PRELIMINARY AMENDMENT

Hon. Assistant Commissioner of Patents
Washington, D.C. 20231

Sir:

Prior to examination, please amend the application as

follows

:

IN THE SPECIFICATION

Page 1, after line 2 , please insert --Background of the

Invention- -

;

Page 2, after line 8 , please insert --Summary of the

Invention- -

;

Page 8, after line 2 , please insert --Brief Description of

the Drawings -
-

;

after line 20 , please insert --Detailed Description of

the Preferred Embodiments--.

1



IN THE CLAIMS

Please amend the claims in accordance with the attached

marked-up pages. A clean copy of the amended claims is also

enclosed.

REMARKS

The above amendments were made to place the application

into proper United States Patent Format.

Respectfully Submitted,

Bruce S . Londa
Attorney for Applicant
Norris, McLaughlin & Marcus P. A.
220 East 42 nd Street, 30 th Floor
New York, N.Y. 10017
Telephone : (212) 808-0700
Telecopier: (212) 808-0844



Amended Claims - Marked-up Copy

1 - (amended) Electric machine (10; 10') with a rotor (26a.

2 6b; 2 6c; 36) which is rotatably mounted in a housing (12) with

a rotor shaft (24) which extends beyond the housing, a plurality

of electromagnet components (28) which are statically disposed

in the housing at uniform angular spacings and spaced from the

axis of rotation of the rotor, each with a coil core (32)

bearing a coil winding (30) consisting of one or more conductors

and with permanent magnets (27) which are disposed at uniform

angular spacings and are non-rotatably retained in or on the

rotor, these permanent magnets each having a pole face aligned

opposite the end faces of the coil cores (32) and each having a

polarity which is successively reversed in the peripheral

direction, wherein the coil cores (32) of the electromagnet

components (28) are disposed parallel to the axis of rotation of

the rotor shaft (24) in the interior of the housing in such a

way that their opposing end faces each lie in two planes which

are spaced from one another and extend at right angles to the

axis of rotation of the rotor shaft and the ends of the electric

conductors which form the coil winding (3 0) of the individual

electromagnet components (28) are interconnected via an electric

or electronic control device to form at least two pairs of

electrical connections and the rotor has at least two outer

armature discs (26a, 26b; 26c) which extend radially to before
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the end faces of the coil cores and in which the permanent

magnets are retained with their pole faces aligned with the

respective associated end faces of the coil cores, the radially

inner region of the said armature discs being provided with

holes (46) , €feH?are^e^irs^ in each case pairs of

legs, which succeed one another in the peripheral direction and

are each provided with a pole face of different polarity on the

free end facing the coil, of the permanent magnets (27) provided

in the two opposing outer armature discs (26a, 2 6b) are

connected to one another in the end regions remote from the pole

faces by a respective yoke (27a) which encloses the magnetic

field and is made from soft or hard magnetic material, that the

armature discs (2 6a, 2 6b) are connected to one another by

radially extending walls (38; 38') which form the cavity between

the armature discs unto a plurality of chambers (40) which are

offset with respect to one another in the peripheral direction

and are open towards the electromagnet components (28) , and that

the radially inner holes (46) provided in the armature discs

(26a, 26b) each open into the chambers (40) of the rotor.

2 . (amended) Maeh-4rHe— The machine as claimed in Claim 1,

eh^^^e^e^4r^^dr~^i~-fehra~^-- wherein a row of electromagnet components

(28) is provided in the interior of the housing of the machine,

and that the rotor has two outer armature discs (26a, 26b)
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guided on opposing sides in front of the coil core end faces of

the electromagnet components (28) .

3. (amended) -~~Ma^Hr^e- The machine as claimed in Claim 1,

eharactcri ocd in that wherein two or more rows of electromagnet

components (28) spaced from one another in the longitudinal

direction of the rotor shaft are disposed in the interior of the

housing, and that in addition to the two outer armature discs

(26a, 26b) which are guided in front of the outer end faces of

the coil cores (32), pointing in opposite directions, of the

outermost rows the rotor has an additional armature disc (2 6c)

with permanent magnets (2 7) guided into each space between

adjacent rows of electromagnet components (2 8) in front of the

end surfaces thereof which face one another, and the pole faces

of differing polarity of the permanent magnets (27) which are

each exposed on opposing sides of the respective additional

armature disc are aligned in the radial direction with the end

faces of the coil cores (32) of the rows of electromagnet

components

.

4 - (amended) M^efei-^e- The machine as claimed in one of-

€~laimg 1 claim 1, wherein the

interior of the housing is closed off and sealed against the

external atmosphere

.
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5. (amended) Maefejrfibe—The machine as claimed in Claim 4,

charactcriacd in that wherein the outer and/or inner face of

the housing (12) is provided with ribs in order enlarge the

surface of the housing which gives off or takes up heat.

6. (amended) Maeh-irne—The machine as claimed in Claim 5,

•eha^racte-srirs-ed in t-hofe—wherein radially extending ribs are

provided on the inner faces of the housing end walls (14a; 14b)

facing the rotor and between these ribs radial channels are

formed for the return of the gaseous atmosphere circulated in

the interior of the housing.

7. (amended) —MaehA-f^e—The machine as claimed in Claim 6,

eharactcria-ed in that wherein the radial channels are closed off

on the armature disc side by a metal plate so that between the

radial walls (38; 38') channels are produced which are open only

on the radially inner and radially outer end and are connected

to the interior of the housing and through which the circulated

air is returned.

8 . (amended) Maehra^e~~The machine as claimed in ene o f

Claims—3r—fee-3^—ehar^ae^e^4-s-cd i-^-feha^—claim 1, wherein air inlet

openings are provided in regions of the housing (12) lying
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opposite the holes (46) in the armature discs (26a; 26b) and air

outlet openings which are offset radially outwards are provided

in the housing (12)

.

9. (amended) ^feefei^e—The machine as claimed in one - o#

Claimo 1 to 8

,

—characterised in that claim 1, wherein the

electromagnet components (2 8) are disposed at uniform spacings

in the peripheral direction and protrude from the inner face of

the peripheral housing wall (16) into the space formed between

the armature discs (26a, 26b)

.

10. (amended) B3reefe^ire—The electric machine as claimed in

one of Claims—1— — claim 1 / wherein

each pole face of the permanent magnets (27) has in the

peripheral direction an extent which covers two pole faces of

the coils (30, 32) of two electromagnet components (28) which

succeed one another in the peripheral direction, and that the

control means is designed so that in order to drive the rotor

this control means switches over the polarity of every second

one of the electromagnet components which succeed one another in

the peripheral direction with each rotation of the rotor about

an angular spacing which corresponds to the angular spacing

between two electromagnet components (28) which succeed one

another in the peripheral direction.
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11. (amended) Ei^e^e4^e—The electric machine as claimed in

€H3^5~-oi---€j^^ 1, wherein

three pole faces of the coils (30, 32) of three electromagnet

components (2 8) which succeed one another in the peripheral

direction can be associated with each pole face of the permanent

magnets (27) , in which case the control means is designed so that

in order to drive the rotor, after the rotor has rotated by an

angular spacing corresponding to the angular spacing between

electromagnet components which succeed one another in the

peripheral direction, the control means switches over the

polarity of every third one of the electromagnet components (2 8)

which succeed one another in the peripheral direction

12 . (amended) Ejreete^ire—The electric machine as claimed in

enc of 'Claims' ! —efear^are^e^^ed—i-n- that—ciaim l , wherein

more than three pole faces of the coils of electromagnet

components which succeed one another in the peripheral

direction can be associated with each pole face of the

permanent magnets, in which the case the control means is

designed so that in order to drive the rotor, after the rotor

has rotated by an angular spacing corresponding to the angular

spacing between electromagnet components which succeed one

another in the peripheral direction, the control means
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successively switches over the polarity of every one of the

electromagnet components, which succeed one another in the

peripheral direction, of the group of electromagnet components

associated with a permanent magnet.

- —3r3-^—Electric machine qg claimed in one of Claima—1 to 9,

efeB^cterieed^Br^ three pole fa-eee--ef~~thc coi-l^s—e#

e^cctremagnct eompeeeffrfc-s—(-2-8-)—which succeed enc another in the

pe^-p-her^a-l^^ faee of the

permanent ma^ne-^te—(^4~7—aa^tfed^^^

that in order to -d^i^e~-^he—^efee^—a-ftcr the rotor-tes-^otatcd by

an—^^rira^-epareirftg—€e^f^geB4jrHg--fe6-4:hc aa§ri.ar opacing between

peripheral diree^-en-?—the cont rol mcano succea0ir-vely~-^witches

-^28) , which oueeeed-^n^^-n^th^r~~4Ha the peripheral direction/—e#

•fehe—gaeoup of clc€t3?6fflagfte^efflporicnts associated with a permanent

magnet

.

13 . (amended) Ma^hA-ne—The machine as claimed in oho - of

-Qj-a-ims— to ~^rZ~-f—eh^era^fce-g^rsedr-^^ 10 , wherein a

position pick-up which senses the relative rotational position

of the rotor in the housing (12) is associated with the control
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device for initiating the switching over of the polarity of the

electromagnet components (2 8)

14. (amended) Marefearae—The machine as claimed in Claim 13,

e^r6H?ae^'^^ position pick-up is

constructed as a contactless sensor, particularly an optical

sensor, which senses the relative rotational position of the

rotor with respect to the housing.

15. (amended) MaeM-ae—The machine as claimed in efle-e#

Glariffie~-4r--^e- I4>—ehar-a^t-or-i^ed—irB—fehat—claim 1, wherein the

electromagnet components (28) are each held on separate support

elements which can each be installed in an associated opening

the in the peripheral wall (16) of the housing (12) in such a

way that the pole faces of the coils of the electromagnet

components (2 8) are in the prescribed assembly position in

alignment with the pole faces of the permanent magnets (2 7)

between the armature discs.

16. (amended) Ma^fem^-The machine as claimed in eae™6#

ClaimB~4r~~^rB~~^^-~^^ claim 4 , wherein

electromagnet components (28) as a whole are pre-installed in an

annular mounting, which in turn is held in the interior of the

housing

.



Amended Claims - Marked-up Copy

17. (amended) Maefea^e—The machine as claimed in o^te—o#

Claims—1 to 16,—efenea^e^iriged^^ l f wherein the

electromagnet components (2 8) each have two separate coils with

opposed directions of winding (reversed-polarity differential

windings 3 0a, 3 0b respectively) , and that an electric or

electronic control device (EC) is provided for the selective

electric control of each of the coil windings (30a; 30b)

.

18. (amended) Maehi^^-The machine as claimed in eae- ef-

Claims

—

^—^e~-l-7-~-claim 1, which operates as a generator,

•eh^^^tcr&B^4r-&B~-bh^r-wheTein the ends of the electrical

conductors of each electromagnet component (28) which form the

coil winding (30) are connected to the input connections of a

separate rectifying circuit, and that the rectifying circuits

are connected on the output side to a pair of electric bus

lines

.

19. (amended) MaefeiBe—The machine as claimed in Claim 18,

eh^eae^t^r^jrsedr^n thart—wherein an electronic inverter circuit is

connected downstream of the generator in order to convert the

generated direct current into an alternating or three-phase

current which is ey&eb^eB^^ed— synchronized with the power

supply.
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1. (amended) Electric machine (10; 10') with a rotor (26a.

26b; 26c; 36) which is rotatably mounted in a housing (12) with

a rotor shaft (24) which extends beyond the housing, a plurality

of electromagnet components (28) which are statically disposed

in the housing at uniform angular spacings and spaced from the

axis of rotation of the rotor, each with a coil core (32)

bearing a coil winding (30) consisting of one or more conductors

and with permanent magnets (2 7) which are disposed at uniform

angular spacings and are non- rotatably retained in or on the

rotor, these permanent magnets each having a pole face aligned

opposite the end faces of the coil cores (32) and each having a

polarity which is successively reversed in the peripheral

direction, wherein the coil cores (32) of the electromagnet

components (28) are disposed parallel to the axis of rotation of

the rotor shaft (24) in the interior of the housing in such a

way that their opposing end faces each lie in two planes which

are spaced from one another and extend at right angles to the

axis of rotation of the rotor shaft and the ends of the electric

conductors which form the coil winding (3 0) of the individual

electromagnet components (2 8) are interconnected via an electric

or electronic control device to form at least two pairs of

electrical connections and the rotor has at least two outer

armature discs (26a, 26b; 26c) which extend radially to before
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the end faces of the coil cores and in which the permanent

magnets are retained with their pole faces aligned with the

respective associated end faces of the coil cores, the radially

inner region of the said armature discs being provided with

holes (46) , wherein in each case pairs of legs, which succeed

one another in the peripheral direction and are each provided

with a pole face of different polarity on the free end facing

the coil, of the permanent magnets (27) provided in the two

opposing outer armature discs (2 6a, 2 6b) are connected to one

another in the end regions remote from the pole faces by a

respective yoke (2 7a) which encloses the magnetic field and is

made from soft or hard magnetic material, that the armature

discs (26a, 26b) are connected to one another by radially

extending walls (38; 38 !

) which form the cavity between the

armature discs unto a plurality of chambers (40) which are

offset with respect to one another in the peripheral direction

and are open towards the electromagnet components (28) , and that

the radially inner holes (46) provided in the armature discs

(26a, 26b) each open into the chambers (40) of the rotor.

2. (amended) The machine as claimed in Claim 1, wherein a

row of electromagnet components (2 8) is provided in the interior

of the housing of the machine, and that the rotor has two outer
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armature discs (2 6a, 2 6b) guided on opposing sides in front of

the coil core end faces of the electromagnet components (28)

.

3. (amended) The machine as claimed in Claim 1, wherein

two or more rows of electromagnet components (2 8) spaced from

one another in the longitudinal direction of the rotor shaft are

disposed in the interior of the housing, and that in addition to

the two outer armature discs (26a, 26b) which are guided in

front of the outer end faces of the coil cores (32) , pointing in

opposite directions, of the outermost rows the rotor has an

additional armature disc (26c) with permanent magnets (27)

guided into each space between adjacent rows of electromagnet

components (28) in front of the end surfaces thereof which face

one another, and the pole faces of differing polarity of the

permanent magnets (27) which are each exposed on opposing sides

of the respective additional armature disc are aligned in the

radial direction with the end faces of the coil cores (32) of

the rows of electromagnet components.

4. (amended) The machine as claimed in claim 1, wherein

the interior of the housing is closed off and sealed against the

external atmosphere

.



Amended Claims - Clean Copy

5. (amended) The machine as claimed in Claim 4, wherein

the outer and/or inner face of the housing (12) is provided with

ribs in order enlarge the surface of the housing which gives off

or takes up heat

.

6. (amended) The machine as claimed in Claim 5, wherein

radially extending ribs are provided on the inner faces of the

housing end walls (14a ; 14b) facing the rotor and between these

ribs radial channels are formed for the return of the gaseous

atmosphere circulated in the interior of the housing.

7. (amended) The machine as claimed in Claim 6, wherein the

radial channels are closed off on the armature disc side by a

metal plate so that between the radial walls (38; 38') channels

are produced which are open only on the radially inner and

radially outer end and are connected to the interior of the

housing and through which the circulated air is returned.

8. (amended) The machine as claimed in claim 1, wherein air

inlet openings are provided in regions of the housing (12) lying

opposite the holes (46) in the armature discs (26a ; 26b) and air

outlet openings which are offset radially outwards are provided

in the housing (12) .
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9. (amended) The machine as claimed in claim 1, wherein the

electromagnet components (2 8) are disposed at uniform spacings

in the peripheral direction and protrude from the inner face of

the peripheral housing wall (16) into the space formed between

the armature discs (26a, 26b)

.

10. (amended) The electric machine as claimed in claim 1 7

wherein each pole face of the permanent magnets (27) has in the

peripheral direction an extent which covers two pole faces of

the coils (30, 32) of two electromagnet components (28) which

succeed one another in the peripheral direction, and that the

control means is designed so that in order to drive the rotor

this control means switches over the polarity of every second

one of the electromagnet components which succeed one another in

the peripheral direction with each rotation of the rotor about

an angular spacing which corresponds to the angular spacing

between two electromagnet components (2 8) which succeed one

another in the peripheral direction.

11. (amended) The electric machine as claimed in claim 1,

wherein three pole faces of the coils (3 0, 32) of three

electromagnet components (28) which succeed one another in the

peripheral direction can be associated with each pole face of the

permanent magnets (27) , in which case the control means is
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designed so that in order to drive the rotor, after the rotor has

rotated by an angular spacing corresponding to the angular

spacing between electromagnet components which succeed one

another in the peripheral direction, the control means switches

over the polarity of every third one of the electromagnet

components (2 8) which succeed one another in the peripheral

direction

12. (amended) The electric machine as claimed in claim 1,

wherein more than three pole faces of the coils of

electromagnet components which succeed one another in the

peripheral direction can be associated with each pole face of

the permanent magnets, in which the case the control means is

designed so that in order to drive the rotor, after the rotor

has rotated by an angular spacing corresponding to the angular

spacing between electromagnet components which succeed one

another in the peripheral direction, the control means

successively switches over the polarity of every one of the

electromagnet components, which succeed one another in the

peripheral direction, of the group of electromagnet components

associated with a permanent magnet.
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13. (amended) The machine as claimed in claim 10, wherein a

position pick-up which senses the relative rotational position

of the rotor in the housing (12) is associated with the control

device for initiating the switching over of the polarity of the

electromagnet components (28)

14. (amended) The machine as claimed in Claim 13, wherein

the position pick-up is constructed as a contactless sensor,

particularly an optical sensor, which senses the relative

rotational position of the rotor with respect to the housing.

15. (amended) The machine as claimed in claim 1, wherein

the electromagnet components (28) are each held on separate

support elements which can each be installed in an associated

opening the in the peripheral wall (16) of the housing (12) in

such a way that the pole faces of the coils of the electromagnet

components (28) are in the prescribed assembly position in

alignment with the pole faces of the permanent magnets (27)

between the armature discs.

16. (amended) The machine as claimed in claim 4, wherein

electromagnet components (2 8) as a whole are pre- installed in an

annular mounting, which in turn is held in the interior of the

housing

.
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17. (amended) The machine as claimed in claim 1, wherein

the electromagnet components (28) each have two separate coils

with opposed directions of winding (reversed-polarity

differential windings 30a, 30b respectively) , and that an

electric or electronic control device (EC) is provided for the

selective electric control of each of the coil windings (3 0a;

30b) .

18. (amended) The machine as claimed in claim 1 7 which

operates as a generator, wherein the ends of the electrical

conductors of each electromagnet component (28) which form the

coil winding (3 0) are connected to the input connections of a

separate rectifying circuit, and that the rectifying circuits

are connected on the output side to a pair of electric bus

lines

.

19. (amended) The machine as claimed in Claim 18, wherein

an electronic inverter circuit is connected downstream of the

generator in order to convert the generated direct current into

an alternating or three-phase current which is synchronized

with the power supply.
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Electric machine

An electric machine with a rotor which is rotatabiy mounted in a housing with a rotor shaft

which extends beyond the housing, a plurality of electromagnet components which are

statically disposed in the housing at uniform angular spacings and spaced from the axis of

rotation of the rotor, each with a coil core bearing a coil winding consisting of one or more

conductors and with permanent magnets which are disposed at uniform angular spacings and

are non-rotatably retained in or on the rotor, these permanent magnets each having a pole

face aligned opposite the end faces of the coil cores and each having a polarity which is

successively reversed in the peripheral direction, wherein the coil cores of the electromagnet

components are disposed parallel to the axis of rotation ofthe rotor shaft in the interior ofthe

housing in such a way that their opposing end faces each lie in two planes which are spaced

from one another and extend at right angles to the axis of rotation of the rotor shaft and the

ends of the electric conductors which form the coil winding of the individual electromagnet

components are interconnected via an electric or electronic control device to form at least

two pairs of electrical connections and the rotor has at least two outer armature discs which

extend radially to before the end faces of the coil cores and in which the permanent magnets

are retained with their pole faces aligned with the respective associated end faces of the coil

cores, the radially inner region ofthe said armature discs being provided with holes.

Such machines which can be connected to electric current sources are used for example as

wheel hub motors for vehicle drives because of the favourable power-weight ratio. In this

case these motors are designed so that the permanent magnets are retained in a disc, which is

made from non-magnetic material and is non-rotatably connected to the rotor shaft, in such a

way that their pole faces open freely on both sides into the flat sides of the disc-shaped rotor

armature, the magnets being disposed so that in the peripheral direction successive pole faces

on the same side of the armature have alternating polarities. The electromagnet components

in the form of coils wound on metal cores are disposed on the inner faces of the housing

cover or radial housing walls facing the disc-shaped rotor armature at a distance

corresponding to the average radial distance of the permanent magnets from the axis of

rotation of the rotor shaft. The control of these coils is achieved preferably by an electronic

1



- 2 -

control device which generates a magnetic rotating field, so that the control of contacts

sliding on a commutator, which is basically also conceivable but is susceptible to wear, is

omitted. Such electronically controlled machines are also designated as brushless disc

armature machines (GB 2 275 371 A). Furthermore, brushless disc armature machines are

also known in which the rotor has two outer armature discs which extend radially to in front

of the end faces of the coil cores which are fixed on the housing, the permanent magnets

being retained in these armature discs with their pole faces aligned with the respective

associated end faces ofthe coil cores (e.g. DE 197 01 797 A, Figure 18; DE 42 14 483).

The object of the invention is to improve the efficiency of the known electric machines and

to minimise any decline in the power due to reduction of the magnetisation of the permanent

magnets over the course of time. At the same time the machines should be economical and

simple to produce and should have a favourable unit weight.

Starting from an electric machine of the type mentioned in the introduction, this object is

achieved according to the invention in that in each case pairs of legs, which succeed one

another in the peripheral direction and are each provided with a pole face of different polarity

on the free end facing the coil, of the permanent magnets provided in the two opposing outer

armature discs are connected to one another in the end regions remote from the pole faces by

a respective yoke which encloses the magnetic field and is made from soft or hard magnetic

material, that the armature discs are connected to one another by radially extending walls

which form the cavity between the armature discs into a plurality of chambers which are

offset with respect to one another in the peripheral direction and are open towards the

electromagnet components, and that the radially inner holes provided in the armature discs

each open into the chambers of the rotor. The permanent magnets which are associated with

the electromagnet components disposed centrally between both armature discs and thus are

rigidly fixed on the peripheral wall of the housing of the machine are constructed in the

manner of horseshoe magnets by means of the yokes which in each case connect two single

magnets which succeed one another in the peripheral direction, resulting in a construction of

the motor in which the magnetic field of the permanent magnets is kept contained as far as

possible within the magnetic material of the permanent magnets, connected by the yoke, of
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the coil core, so that a low magnetic leakage field can be produced only in the narrow air gap

between the end faces of the coil cores of the electromagnet components and the pole faces

of the electromagnets. Losses of the magnetic rotating field generated in the electromagnetic

components when the machine is switched on as motor are therefore minimised. This also

applies when the machine is used as generator, which suggests itself for example for wind

generators in which a direct coupling of the axis of rotation of the rotor to the output shaft of

the wind wheel is possible without connection of a reduction gear between them. In addition

to the favourable electric efficiency of the generator, the mechanical losses in the

transmission gear are also avoided. In this case the radially extending walls which connect

the armature discs act like the blades of a fan, i.e. via the radially inner holes in the armature

discs air is drawn out of the housing and is blown radially outwards between the

electromagnet components as a cooling air stream.

In the simplest case a row of electromagnet components is provided in the interior of the

housing of the machine, and then the rotor has two outer armature discs guided on opposing

sides in front of the coil core end faces of the electromagnet components.

The power of the machine can be increased without increasing the diameter in that two or

more rows of electromagnet components spaced from one another in the longitudinal

direction of the rotor shaft are disposed in the interior of the housing, wherein in addition to

the two outer armature discs which are guided in front of the outer end faces of the coil cores,

pointing in opposite directions, of the outermost rows the rotor has an additional armature

disc with permanent magnets guided into each space between adjacent rows of electromagnet

components in front of the end surfaces thereof which face one another, and the pole faces of

differing polarity of the permanent magnets which are each exposed on opposing sides of the

respective additional armature disc are aligned in the radial direction with the end faces of

the coil cores of the rows of electromagnet components. Thus the permanent magnets

disposed in the additional armature discs are - unlike the permanent magnets in the outer

armature discs - constructed not as horseshoe magnets but as bar magnets of short length in

order thus to keep the air gaps small between the pole faces of these magnets and the facing
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end surfaces of the coil cores of the electromagnet components and thus to avoid losses due

to magnetic leakage fields.

In this case the interior of the housing is advantageously closed off and sealed against the

external atmosphere, this sealing being achieved in the region of the shaft of the machine

extending beyond the housing by a corresponding seal The air drawn in from the housing

through the radially inner holes in the armature discs and blown through between the

electromagnet components takes up heat from the coils of the electromagnet components.

Over the outer periphery of the armature discs the circulated air then passes into the space

between the rotor and the end walls of the housing and is drawn back to the radially inner

holes. In this way a self-contained air flow is produced in the interior of the housing and

acts upon not only the electromagnet components but all other exposed surfaces in the

interior of the housing and prevents the occurrence of locally higher temperatures (hot spots).

For removal of the heat produced in the machine and given off into the circulated air it is

recommended that the outer and/or inner face of the housing be provided with ribs in order

enlarge the surface of the housing which gives off or takes up heat. In this special case it

may be advantageous if radially extending ribs are provided on the inner faces of the housing

end walls facing the rotor and between these ribs radial channels are formed for the return of

the gaseous atmosphere circulated in the interior of the housing.

Moreover the radial channels can be closed off on the armature disc side by a metal plate so

that between the radial ribs channels are produced which are open only on the radially inner

and radially outer end and are connected to the interior of the housing and through which the

circulated air is returned.

The cooling of the electric machine according to the invention can also be carried out by

through flows of ambient air, in that air inlet openings are provided in regions of the housing

lying opposite the holes in the armature discs and air outlet openings which are offset radially

outwards are provided in the housing.
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In this case the electromagnet components are disposed at uniform spacings in the peripheral

direction and protrude from the inner face of the peripheral housing wall into the space

formed between the armature discs.

An embodiment in particular of the machine of the type mentioned in the introduction may

be advantageous in which each pole face of the permanent magnets has in the peripheral

direction an extent which covers two pole faces of the coils of two electromagnet

components which succeed one another in the peripheral direction, and that the control

means is designed so that in order to drive the rotor this control switches over the polarity of

every second one of the electromagnet components which succeed one another in the

peripheral direction with each rotation of the rotor about an angular spacing which

corresponds to the angular spacing between two electromagnet components which succeed

one another in the peripheral direction. This results in a 2-phase machine.

Alternatively three pole faces of the coils of three electromagnet components which succeed

one another in the peripheral direction can be associated with each pole face of the

permanent magnets, in which case the control means is designed so that in order to drive the

rotor, after the rotor has rotated by an angular spacing corresponding to the angular spacing

between electromagnet components which succeed one another in the peripheral direction,

the control means switches over the polarity of every third one of the electromagnet

components which succeed one another in the peripheral direction and thus a 3-phase

machine is produced.

Basically more than three pole faces of the coils of electromagnet components which succeed

one another in the peripheral direction can be associated with each pole face of the

permanent magnets, in which the case the control means is designed so that in order to drive

the rotor, after the rotor has rotated by an angular spacing corresponding to the angular

spacing between electromagnet components which succeed one another in the peripheral

direction, the control means successively switches over the polarity of every one of the

electromagnet components, which succeed one another in the peripheral direction, of the

group ofelectromagnet components associated with a permanent magnet.
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By interconnection in each case of the coils of groups, which succeed one another in the

peripheral direction, of electromagnet components which are associated in each case with a

permanent magnet, the construction costs of the power electronics controlling the polarity of

the coils relative to individual control ofeach individual coil are markedly reduced. Thus the

electric control circuit in a 2-phase machine is also reduced to a 2-phase inverter control with

variable amplitude and frequency. The four coils of four electromagnet components are

located between two opposing horseshoe-shaped magnet segments. The first and the third

coils are switched over simultaneously and in the next step the second and the fourth coils are

switched over. The polarity of the first and third as well as of the second and fourth coil are

opposed. The first and third as well as the second and fourth coil can therefore be firmly

wired to one another, since the third and fourth coil are each controlled in mirror image to

the first and second coil. Thus it is possible in practice to produce a 4-phase control with a 2-

phase control.

The direction of rotation and the speed of the motor can be determined in that the switch-

over point for the coils for switching over from one polarity to the other is controlled by way

of a position pick-up which senses the relative rotational position of the rotor in the housing.

Therefore the switch-over point for the control of the coil is determined by the sensor which

predetermines the frequency. In this case the switch-over frequency is not identical to the

motor speed, but it applies for one magnet segment. If the motor consists often segments

with two switch pulses per phase and segment, then the switching frequency is 20 times the

motor speed.

In this case a contactless sensor, particularly an optical sensor, which senses the relative

rotational position of the motor with respect to the housing is provided as position pick-up.

The electromagnet components can each be advantageously held on separate support

elements which can each be installed in an associated opening the in the peripheral wall of

the housing in such a way that the pole faces of the coils of the electromagnet components

are in the prescribed assembly position in alignment with the pole faces of the permanent
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magnets between the armature discs. In the event of damage to or failure of the coil of

individual electromagnet components, these electromagnet components can then be removed

individually and repaired or replaced by new electromagnet components which are capable of

functioning.

Alternatively the pre-installed arrangement of the electromagnet components in an annular

mounting, which in turn is held in the interior of the housing, is also conceivable. However,

this construction presupposes the possibility of separate installation of at least one of the

armature discs of the rotor.

The electromagnet components can each also have two separate coils with opposed

directions of winding, i.e. reversed-polarity differential windings, which can then be

selectively controlled by an electric or electronic control device. In this way the polarity of

the respective electromagnet components is reversible - depending upon the control of the

respective coil winding.

If the machine according to the invention is to be used as a generator, the ends of the

electrical conductors of each electromagnet component which form the coil winding are

advantageously connected to the input connections of a separate rectifying circuit, and the

rectifying circuits are then interconnected on the output side to a pair of electric bus lines.

The direct current made up ofthe sum of the direct currents generated in the individual coils

via the respective associated rectifying circuit can then be tapped from the bus line. This

embodiment is recommended particularly when the generator is driven at alternating speeds,

such as may be the case for example with electric current generation using wind power in

wind generators with rotor blades without blade adjustment due to differing wind speeds and

wind strengths.

Then in an electronic inverter circuit which is connected downstream the direct current

generated by such a generator can be converted into an alternating or three-phase current

which is synchronised with the power supply.
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The invention is explained in greater detail below in the following description of

embodiments in conjunction with the drawings, in which:

Figure 1 shows a longitudinal central section through the axis of rotation of the rotor shaft of

a first embodiment of an electric machine according to the invention with a row of

electromagnet components and two outer armature discs;

Q Figure 2 shows a longitudinal central section, corresponding in the sectional orientation to

kg Figure 1, through a second embodiment with two rows of electromagnet components spaced

y from one another in the longitudinal direction and additionally with a central armature disc

J:
provided between the two rows of electromagnet components;

Q Figure 3 shows a sectional view of the electric machine according to Figure 1, viewed in the

j*f direction of the arrows 3-3 in Figure 1;

S a I

\* Figure 4 shows a sectional view through the rotor of the electric machine shown in Figures 1

and 3, in the sectional plane corresponding to Figure 3;

Figure 5 shows a sectional view through the rotor, viewed in the direction of the arrows 5-5

in Figure 4; and

Figure 6 shows a schematic circuit diagram of an electromagnet component which can be

used in the electric machine according to the invention, in a special construction with two

separate coil windings with opposed directions of winding which are placed on the coil core,

these coil windings being selectively controllable by an electronic control device and thus

capable ofbeing switched over selectively in polarity.

The embodiment of an electric machine according to the inventfflwhich is designated as a

whole by 10 can basically be used as a motor or generator. In the special case the machine 10

has a housing 12 which is relatively short in the axial direction and is composed of two disc-

like housing end walls 14a, 14b of relatively large diameter and the actual peripheral housing
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wall 16 which is practically shaped into a cylindrical ring of relatively short length. The

housing end walls 14a, 14b and the peripheral housing wall 16 are connected to one another

by screws or other fixing means - not shown - so as to be capable of being dismantled, and

in order to simplify assembly and dismantling of the machine 10 the peripheral housing wall

16 can also be divided in a parting plane running through the longitudinal central axis of the

housing into two peripheral wall halves which can be screwed to one another or can be

connected to one another in some other way.

A bearing receptacle 20 for a radial bearing 22 is formed in each of the end walls 14a, 14b

and a shaft 24 passing through the housing end wall 14a is rotatably mounted in these

bearings.

In the radially outer regions of the armature discs 26a, 26b permanent magnets 27 are

retained so that they succeed one another in the peripheral direction at uniform angular

spacings, and the pole faces of these permanent magnets which face inwards, i.e. towards the

respective opposing armature disc 26b, 26a, have a polarity which is successively reversed in

the peripheral direction. Also the pole faces, which lie opposite one another in the axial

direction, of the permanent magnets 27 of the two armature discs have different polarities.

The permanent magnets 27 are retained in recesses in the armature discs 26a, 26b, whereby

permanent magnets 27 which succeed one another in the peripheral direction are interlocked

to form a horseshoe magnet in each case by connection of their end faces remote from the

coil by means of a yoke made from hard or soft magnetic material largely enclosing a

magnetic field.

Electromagnet components 28, each having a coil core 32 bearing a coil winding 30

consisting of one or more conductors, are disposed on the inner wall of the peripheral

housing wall 16 - likewise at uniform angular spacings. The ends of the conductors of the

coil winding 30 are connected to an electronic control device by which the electric current

delivered to the control device from an electric current source is fed into the coils 30 in a

controlled manner in such a way that in the electromagnet components 28 a magnetic

rotating field is generated which in interaction with the permanent magnets 27 disposed n the
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armature discs 26a, 26b results in a relative rotation of the rotor and thus of the shaft 24 with

respect to the housing 12. Thus in conjunction with the aforementioned electronic control -

not shown - the electric machine according to Figure 1 constitutes a brushless electric axial

field motor which can be driven by a direct current source. When conversely the shaft 24 is

driven, an electric rotating field is generated by the permanent magnets 27 in the

electromagnet components 28 rotating with the armature discs (26a, 26b), and this field can

be tapped at the ends of the coils 30 of the electromagnet components 28 and used as direct

current by a suitable rectifying circuit. The electric rotating field can alternatively be

converted into rotating or alternating current by corresponding electronic control means.

Figure 2 shows an embodiment of the an electric machine according to the invention which is

designated as a whole by 10
!

in which the power is increased without increasing the diameter

in that two rows of electromagnet components 28 which are spaced from one another are

disposed in the interior of the housing 12 in the longitudinal direction of the rotor shaft. In

addition to the two outer armature discs 26a, 26b which are guided in front of the outer end

faces of the coil cores, pointing in opposite directions, of the electromagnet components 28

the rotor has a third armature disc 26c additionally guided into the space between the two

rows of electromagnet components 28. Permanent magnets 27 are set in this central armature

disc 26. In this way the air gaps between the pole faces of the permanent magnets 27 and the

end surfaces of the coil cores 32 of the electromagnet components 28 in the central armature

disc 26c can be kept small and thus losses due to magnetic leakage fields are avoided. Here

too the peripheral housing wall 16 is again divided along a central plane for assembly

reasons.

Apart from the second row of electromagnet components 28 disposed offset in the axial

direction and the arrangement of the additional central armature disc 26c, the machine

corresponds functionally to the aforementioned electric machine described in connection

with Figure 1, so that with regard to the construction of the electric machine 10' it is

otherwise sufficient to refer to the preceding description of the machine 10, since

components of the two machines which are functionally the same are assigned the same

reference numerals in the drawings.
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It can be seen that a further increase in power without an increase in diameter is possible by

arrangement of one or more further axially offset rows of electromagnet components between

each of which an additional armature disc with permanent magnets is disposed.

From the sectional view shown diagrammatically in Figure 3 of the electric machine shown

in Figure 1 it can be seen that from the peripheral wall 16 of the housing 12 electromagnet

components 28 - twenty-four in all in the illustrated case - are disposed in uniform

distribution and offset with respect to one another in the peripheral direction.

The shaft 24 bears - as mentioned - the rotor which is retained non-rotatably on it and is also

shown separately in Figures 4 and 5, this rotor having the two armature discs 26a, 26b made

from non-magnetic material which are spaced from one another and extend radially into the

vicinity of the peripheral housing wall 16 and in which are disposed the permanent magnets

27 which succeed one another in the peripheral direction and are held at uniform angular

spacings, and in fact in the present case there are twelve permanent magnets in all, of which

the pole faces which face inwards, i.e. towards the respective opposing armature disc 26b,

26a) have polarities which are successively reversed in the peripheral direction. Also the

pole faces, which lie opposite in the axial direction, of the permanent magnets 27 of the two

armature discs 26a, 26b have different polarities. In the illustrated embodiment each pole

face of a permanent magnet extends in the peripheral direction over two pole faces of the coil

cores 32 of electromagnet components which succeed one another in the peripheral direction.

The ends (not shown) of the conductors of the coil winding 30 of the electromagnet

components extend beyond the housing and are then connected in a suitable manner to the

electronic control device already mentioned by which the electric current delivered from an

electric current source is fed into the coils of the electromagnet components in a controlled

manner in such a way that the electromagnet components 28 generate the magnetic rotating

field which in interaction with the permanent magnets disposed on the armature discs 26a,

26b results in the rotation of the rotor and thus of the shaft 24.
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The armature discs 26a, 26b are each disposed on the outer end surfaces of a hub body 36

(Figures 4 and 5) from which radial walls 38 protrude into the space between the armature

discs 26a, 26b, the radial extent thereof being chosen such that the electromagnet

components 28 protruding radially inwards from the peripheral housing wall 16 can still

enter radially into the space between the armature discs 26a, 26b without butting against the

radially outer ends of the radial walls 38 projecting from the hub body 36. Between each pair

of radial walls 38 of the hub body 36 which succeed one another in the peripheral direction

there are additionally provided radial walls 38' which are fixed on the inner faces of the

armature discs 26a, 26b which face one another, so that a row of chambers 40 is formed

which succeed one another in the per
- 1

* • al direction, these chambers being closed off

internally by the hub body 36 and h ty by the armature discs 26a, 26b respectively.

Immediately above the hub body 36 *r holes 46 which lead into the chambers 40 are

provided in both armature discs 26a a <ct 26b. Thus with the rotor rotating air can pass via the

holes 46 out of the interior of the housing and into the chamber 40 and is accelerated radially

outwards there by the centrifugal force of the rotating rotor. This air flowing radially

outwards then leaves the chambers 40 and encounters the electromagnet components

projecting from the peripheral wall 16 of the housing 12 into the space between the armature

discs 26a, 26b and passes through the spaces between these components, flows around them

and can then pass beyond the peripheral surface of the armature discs again and into the

space between armature discs 26a, 26b and the housing end walls 14a, 14b. Thus the rotor

formed by the hub body, the radial walls 38 and 38
l

and the armature discs 26a, 26b

simultaneously constitute the impeller of a fan which effects a forced circulating flow of the

air enclosed in the housing or - in special cases - of a gas filling introduced there. As soon

as the temperature in the forced circulating flow rises above the ambient temperature, heat is

removed via the housing, i.e. the peripheral housing wall 16 and the housing end walls 14a

and 14b, to the external atmosphere. The provision of ribs on the surfaces of the housing

promotes not only the transfer of heat from the forced circulating flow in the interior of the

housing to the housing but also the emission of heat from the housing to the surrounding

atmosphere. Instead of the forced circulating flow in the interior ofthe housing, cooling with

external air can also take place if air inlets are provided in the housing end walls 14a and 14b

approximately in alignment with the holes 46 in the armature discs 26a, 26b and outlet
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openings are provided in the peripheral housing wall 16 in the region between the

electromagnet components 28.

Figure 6 shows schematically the circuit of an electromagnetic component 28 of a special

construction of the electromagnet components in which the coil core bears two coil windings

30a and 30b which are wound in opposing winding directions one above the other. It can be

seen that the ends of the two coil windings 30a, 30b are connected to the same current

conductor, whilst the other ends of the two coil windings are each connected to separate

conductors leading to an electronic control unit EC by means of which the second current

conductor can be selectively switched to the first coil winding 30a or the second coil winding

30b.

With regard to the illustration of the coil winding in Figure 6 it should also be pointed out

that only half of the coil winding 30a is shown here in order to be able to show the upper part

of the coil winding 30b lying below it. In practice the winding 30a extends over the entire

length of the coil core 32. In such a case this is also referred to as a reversed-polarity

differential winding.

It can be seen that within the scope of the inventive idea modifications and variants of the

described embodiments of the electric machine 10 or 10* are possible.

When the electric machine 10 is driven as an electric motor, instead ofthe rotary power take-

off via the shaft 24 assumed in the description, as an alternative the shaft 24 can also be fixed

via a suitable flange to a rigid component. When the motor is supplied with current the

housing 12 is then set in rotation. In this embodiment the electric machine can be used as a

wheel hub motor for driving vehicles directly on the wheels. In order that the electromagnet

components 28, which in this case would rotate with the housing 12, do not have to be

controlled via sliding contacts or brushes with electric current, the arrangement of the

permanent magnets 27 and the electromagnet components 28 is advantageously exchanged,

i.e. the electromagnet components are disposed in the rotor which is now held non-rotatably

on the fixed shaft, whilst the permanent magnets 27 are disposed on the inner faces of the

13



housing, i.e. the inner faces of the housing end walls 14a, 14b. In practice this is then a

kinematic reversal of the electric machine 10. The current supply to the electromagnet

components then takes place via supply lines which are laid firmly in the shaft.
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Claims

I. Electric machine (LO; I0
f

) with a rotor (26a, 26b; 26c; 36) which is rotatably mounted

in a housing (12) with a rotor shaft (24) which extends beyond the housing, a plurality of

electromagnet components (28) which are statically disposed in the housing at uniform

angular spacings and spaced from the axis of rotation of the rotor, each with a coil core (32)

bearing a coil winding (30) consisting of one or more conductors and with permanent

magnets (27) which are disposed at uniform angular spacings and are non-rotatably retained

in or on the rotor, these permanent magnets each having a pole face aligned opposite the end

faces of the coil cores (32) and each having a polarity which is successively reversed in the

peripheral direction, wherein the coil cores (32) of the electromagnet components (28) are

disposed parallel to the axis of rotation of the rotor shaft (24) in the interior of the housing in

such a way that their opposing end faces each lie in two planes which are spaced from one

another and extend at right angles to the axis of rotation of the rotor shaft and the ends of the

electric conductors which form the coil winding (30) of the individual electromagnet

components (28) are interconnected via an electric or electronic control device to form at

least two pairs of electrical connections 1

characterised in th

the permanent magnets are retained
/

:
in each case pairs of legs, which succeed one another in the peripheral direction and are each
provided with a pole face of different polarity on the free end facing the coil, of the

permanent magnets (27) provided in the two opposing outer armature discs (26a, 26b) are

connected to one another in the end regions remote from the pole faces by a respective yoke
(27a) which encloses the magnetic field and is made from soft or hard magnetic material,

that the armature discs (26a, 26b) are connected to one another by radially extending walls

(38; 38') which form the cavity between the armature discs into a plurality of chambers (40)
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which are offset with respect to one another in the peripheral direction and are open towards

the electromagnet components (28), and ^

l„ik* ihC armature discs aft. pW,'H radi^ ™* hole. (46) each operate the

chambers (40) of the rotor.

2. Machine as claimed in Claim 1, characterised in that a row of electromagnet

components (28) is provided in the interior of the housing of the machine, and that the rotor

has two outer armature discs (26a, 26b) guided on opposing sides in front ofthe coil core end

faces of the electromagnet components (28),

3, Machine as claimed in Claim I, characterised in that two or more rows of

electromagnet components (28) spaced from one another. in the longitudinal direction of the

rotor shaft are disposed in the interior of the housing, and that in addition to the two outer

armature discs (26a, 26b) which are guided in front of the outer end faces of the coil cores

(32), pointing in opposite directions, of the outermost rows the rotor has an additional

armature disc (26c) with permanent magnets (27) guided into each space between adjacent

rows of electromagnet components (28) in front of the end surfaces thereof which face one

another, and the pole faces of differing polarity of the permanent magnets (27) which are

each exposed on opposing sides of the respective additional armature disc are aligned in the

radial direction with the end faces of the coil cores (32) of the rows of electromagnet

components.

4. Machine as claimed in one of Claims 1 to 3, characterised in that the interior of the

housing is closed off and sealed against the external atmosphere.

5, Machine as claimed in Claim 4, characterised in that the outer and/or inner face of the

housing (12) is provided with ribs in order enlarge the surface of the housing which gives off

or takes up heat.
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6. Machine as claimed in Claim 5, characterised in that radially extending ribs are

provided on the inner faces of the housing end walls (14a; 14b) facing the rotor and between

these ribs radial channels are formed for the return of the gaseous atmosphere circulated in

the interior of the housing.

7. Machine as claimed in Claim 6, characterised in that the radial channels are closed

off on the armature disc side by a metal plate so that between the radial walls (38; 38')

channels are produced which are open only on the radially inner and radially outer end and

are connected to the interior of the housing and through which the circulated air is returned.

8. Machine as claimed in one of Claims 1 to 3, characterised in that air inlet openings

are provided in regions of the housing (12) lying opposite the holes (46) in the armature discs

(26a; 26b) and air outlet openings which are offset radially outwards are provided in the

housing (12).

9. Machine as claimed in one of Claims 1 to 8, characterised in that the electromagnet

components (28) are disposed at uniform spacings in the peripheral direction and protrude

from the inner face of the peripheral housing wall (16) into the space formed between the

armature discs (26a, 26b).

to* Electric machine (10; 10') with a rotor (26a, 26b; 26c; 36) which is rotatably mounted

in a housing (12) with a rotor shaft (24) which extends beyond the housing, a plurality of

electromagnet components (28) which axe statically disposed in the housing at uniform

angular spacings and spaced from the axis of rotation of the rotor, each with a coil core (32)

bearing a coil winding (30) consisting of one or more conductors and with permanent

magnets (27) which are disposed at uniform angular spacings and are non-rotatably retained

in or on the rotor, these permanent magnets, each having a pole face aligned opposite the end

faces of the coil cores (32) and each having a polarity which is successively reversed in the

peripheral direction, wherein the coil cores (32) of the electromagnet components (28) are

disposed parallel to the axis of rotation of the rotor shaft (24) in the interior of the housing in

such a way that their opposing end faces each lie in two planes which are spaced from one

another and extend at right angles to the axis of rotation of the rotor shaft and the ends of the

electric conductors which form the coil winding (30) of the individual electromagnet

components (28) are interconnected via an electric or electronic control device to form at

least wo pairs of electrical connections parti^mzfty as claimed in one of Claims 1 to 9,
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characterised in chat each pole face

of the permanent magnets (27) has in the peripheral direction an extent which covers two

pole faces of the coils (30, 32) of two electromagnet components (28) which succeed one

another in the peripheral direction, and that the control means is designed so that in order to

drive the rotor this control means switches over the polarity of every second one of the

electromagnet components which succeed one another in the, peripheral direction with each

rotation of the rotor about an angular spacing which corresponds to the angular spacing

between two electromagnet components (28) which succeed one another in the peripheral

direction,

11. Electric machine (10; 100 with a rotor (26a, 26b; 26c; 36) which is rotatably mounted

in a housing (12) with a rotor shaft (24) which extends beyond the housing, a plurality of

electromagnet components (28) which are statically disposed in the housing at uniform

angular spacings and spaced from the axis of rotation of the rotor, each with a coil core (32)

bearing a coil winding (30) consisting of one or more conductors and with permanent

magnets (27) which are disposed at uniform angular spacings and are non-rotatably retained

in or on the rotor, these permanent magnets each having a pole face aligned opposite the end

faces of the coil cores (32) and each having a polarity which is successively reversed in the

peripheral direction, wherein the coil cores (32) of the electromagnet components (28) are

disposed parallel co the axis of rotation of the rotor shaft (24) in the interior of the housing in

such a way that their opposing end faces each lie in two planes which are spaced from one

another and extend at right angles to the axis of rotation of the rotor shaft and the ends of the

electric conductors which form the coil winding (30) of the individual electromagnet

components (28) are interconnected via an electric or electronic control device to form at

least two pairs of electrical connections particular hj as claimed in one of Claims i to 9,

characterised in that three pole

faces of the coils (30, 32) of three electromagnet components (28) which succeed one another

in the peripheral direction can be associated with each pole face of the permanent magnets

(27), in which case the control means is designed so that in order to drive the rotor, after the

rotor has rotated by an angular spacing corresponding to the angular spacing between

electromagnet components which succeed one another in the peripheral direction, the control

means switches over the polarity of every third one of the electromagnet components (28)

which succeed one another in the peripheral direction
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Electric machine (10; 10') with a rotor (26a, 26b; 26c; 36) which is rotatabiy mounted

in a housing (L2) with a rotor shaft (24) which extends beyond the housing, a plurality of

electromagnet components (28) which are statically disposed in the housing at uniform

angular spacings and spaced from the axis of rotation of the rotor, each with a coil core (32)

bearing a coil winding (30 consisting of one or more conductors and with permanent

magnets (27) which are disposed at uniform angular spacings and are non-rotatably retained

in or on the rotor, these permanent magnets each having a pole Face aligned opposite the end

faces of the coil cores (32) and each having a polarity which is successively reversed in the

peripheral direction, wherein the coil cores (32) of [he electromagnet components (28) are

disposed parallel to the axis of rotation oFthe rotor shaft (24) in the interior of the housing in

such a way that their opposing end faces each lie in two planes which are spaced from one

another and extend at right angles to the axis, of rotation of the rotor shaft and the ends of rhe

electric conductors which form the coil winding (30) of the individual electromagnet

components (2S) are interconnected via an electric or electronic control device to form at

least two pairs of electrical connections p&fii CqfeK l<j as claimed in one of Claims 1 to 9 3

characterised in that more than

three pole faces of the coils of electromagnet components which succeed one another in the

peripheral direction can be associated with each pole face of the permanent magnets, in

which the case the control means is designed so that in order to drive the rotor, after the rotor

has rotated by an angular spacing corresponding to the angular spacing between

electromagnet components which succeed one another in the peripheral direction, the control

means successively switches over the polarity of every one of the electromagnet components,

which succeed one another in the peripheral direction, of the group of electromagnet

components associated with a permanent magnet.

13. Machine as claimed in one of Claims 10 to 12, characterised in that a position pick-up

which senses the relative rotational position of the rotor in the housing (12) is associated with

S
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the control device for initiating the switching over of the polarity of the electromagnet

components (28)

14. Machine as claimed in Claim 13, characterised in that the position pick-up is

constructed as a contactless sensor, particularly an optical sensor, which senses the relative

rotational position of the rotor with respect to the housing.

15. Machine as claimed in one of Claims 1 to 14, characterised in that the electromagnet

components (28) are each held on separate support elements which can each be installed in

an associated opening the in the peripheral wall (16) of the housing (12) in such a way that

the pole faces of the coils of the electromagnet components (28) are in the prescribed

assembly position in alignment with the pole faces of the permanent magnets (27) between

the armature discs*

16. Machine as claimed in one of Claims 4 to 14, characterised in that electromagnet

components (28) as a whole are pre-installed in an annular mounting, which in turn is held in

the interior of the housing.

17. Machine as claimed in one of Claims 1 to 16, characterised in that the electromagnet

components (28) each have two separate coils with opposed directions of winding (reversed-

polarity differential windings 30a, 30b respectively), and that an electric or electronic control

device (EC) is provided for the selective electric control of each of the coil windings (30a;

30b).

18. Machine as claimed in one of Claims 1 to 17 which operates as a generator,

characterised in that the ends of the electrical conductors of each electromagnet component

(23) which form the coil winding (30) are connected to the input connections of a separate

rectifying circuit, and that the rectifying circuits are connected on the output side to :i pair of

electric bus lines.
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19. Machine as claimed in Claim 18, characterised in that an electronic inverter circuit is

connected downstream of the generator in order to convert the generated direct current into

an alternating or three-phase current which is synchronised with the power supply.

6



Abstract

Electric machine (10) which can be operated as a motor or generator, with a rotor (26a? 26b)

rotatably mounted in a housing (12), a rotor shaft (24) which extends beyond the housing (12)

and a plurality of electromagnet components (28) which are statically disposed in the housing

at uniform angular spacings and spaced from the axis of rotation of the rotor, each with a coil

core (32) bearing a coil winding (30) consisting of one or more conductors. The pole faces

of the end faces of the coil cores (32) are aligned with pole faces of permanent magnets (27)

which are retained non-rotatably in or on the rotor and each have a polarity which is

successively reversed in the peripheral direction. The coil cores (32) of the electromagnet

components (28) are disposed parallel to the axis of rotation of the rotor shaft in the interior

of the housing in such a way that their opposing end faces each lie in two planes which are

spaced from one another and extend at right angles to the axis of rotation of the rotor shaft.

The ends of the electric conductors which form the coil winding (30) of the individual

electromagnet components (28) are interconnected via an electric or electronic control device

to form at least two pairs of electrical connections.

(Figure 1)

1
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